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TEST REPORT
Manufacturer : Nanjing High Efficiency New Material Technology Co.,Ltd
Address : No.69 Guangtong Road, Dongba Street, Gaochun District, Nanjing

Sample Information
Sample Name : Paper Straw
Trade Mark : /
Basic Model No. : /
Series Model No. : /
Applicant Company : Nanjing High Efficiency New Material Technology Co.,Ltd
Applicant Address : No.69 Guangtong Road, Dongba Street, Gaochun District, Nanjing

Received Date : September 26, 2021
Report Date : September 30, 2021
Test Requested : As specified by customer, to determine Lead (Pb), Cadmium (Cd), Mercury

(Hg), Hexavalent Chromium (Cr6+), PBBs, PBDEs, DBP, BBP, DEHP, DIBP,
content of the sample.

Test Method:
Test Item(s) Test Method Equipment
Lead (Pb), Cadmium (Cd) IEC 62321-5:2013 ICP-OES
Mercury (Hg) IEC 62321-4:2013 ICP-OES
Hexavalent Chromium (Cr6+) IEC 62321-7-2:2017 UV-Vis
PBBs, PBDEs IEC 62321-6:2015 GC-MS
DBP, BBP, DEHP, DIBP IEC 62321-8:2017 GC-MS

Primary Screening IEC 62321-3:2013 XRF

Test Result(s): Please refer to the following page(s).
Test Conclusion: To test according to the requirements of the customer, the test results of the sample
shown in this report do not exceed the required limit of EU RoHS 2011/65/EU and its amendment
directive (EU) 2015/863.
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Remark:
(1) There are the results on total Br while test items on restricted substances are PBBs and PBDEs. There are the
results on total Cr while test items on restricted substances Cr(VI)
(2) Results are obtained by EDXRF for primary screening, and futher chemical testing by ICP-OES (for Cd, Pb,
Hg),UV-Vis (for Cr(VI) and GC-MS (for PBBs,PBDEs) is recommended to be performed, if the concentration
exceeds the below warning value according to IEC62321-3-1:2013 (unit:mg.kg)

Element Polymer Materials Metal Materials Composite Materials

Cd P≤70-3σ＜D＜130+3σ≤F P≤70-3σ＜D＜130+3σ≤F P≤50-3σ＜D＜150+3σ≤F

Pb P≤700-3σ＜D＜1300+3σ≤F P≤700-3σ＜D＜1300+3σ≤F P≤500-3σ＜D＜1500+3σ≤F

Hg P≤700-3σ＜D＜1300+3σ≤F P≤700-3σ＜D＜1300+3σ≤F P≤500-3σ＜D＜1500+3σ≤F

Br P≤300-3σ＜D ---- P≤250-3σ＜D

Cr P≤700-3σ＜D P≤700-3σ＜D P≤500-3σ＜D

(a) P = Below Limit, F = Over Limit, D=Inconclusive, LOD=Limit of Detection, ---=Not regulated.
(b)The XRF screening test for RoHS elements- the reading may be different to actual content in the sample be of
non-uniformity composition
(3) Chemical Method
① With reference to IEC 62321-5:2013, determination of Cadmium,Lead by ICP-OES.
② With reference to IEC 62321-4:2013+AMD1:2017 CSV, determination of Mercury by ICP-OES.
③ With reference to IEC 62321-7-2:2017, determination of Hexavalent Chromium by UV-Vis.
④ With reference to IEC 62321-6:2015, determination of PBBs and PBDEs by GC-MS.
⑤ With reference to IEC 62321-8:2017, determination of Phthalates by GC-MS.
(4) (a) mg/kg=0.0001%,MDL=MDL=Method Detection Limit,(3)ND=Not Detected(<MDL),(4)---=Not Regulated

(b)Unit and MDL in wet chemical test
Test Item Pb Cd Hg DBP BBP DEHP DIBP
Unit mg/kg mg/kg mg/kg mg/kg mg/kg mg/kg mg/kg
MDL 10 10 10 100 100 100 100

The MDL for single compound of PBBs and PBDEs is 100 mg/kg
MDL of Cr(VI) for polymer and composite anmple is 10 mg/kg
MDL of Cr(VI) for metal sample is 0.10ug/cm2

(c) ▼=Metal sample
a. The sample is negative for Cr6+ - the Cr6+ concentration is below the limit 0.10ug/cm2. The coating is
considered a non-Cr6+ based coating.

b. The sample positive for Cr6+ if the Cr6+ concentration is greater than 0.13ug/cm2. The sample coating is
considered to contain Cr6+.
c. The result between 0.10ug/cm2 and 0.13ug/cm2 is considered to be inconclusive unavoidable coating
variations may influence the determination.
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Test Results and Sample Description
Part No. Part Description Element X-ray Screening Results of chemical

test( mg/kg) Conclusion Max limit
( mg/kg)

P1 White paper straw

Pb P ---

PASS

1000

Cd P --- 100

Hg P --- 1000

Cr(Cr6+) P --- 1000

PBBs P --- 1000

PBDEs P --- 1000

DBP --- N.D. 1000

DIBP --- N.D. 1000

BBP --- N.D. 1000

DEHP --- N.D. 1000

DEHP --- N.D. 1000

Remark：
1、a=(6c) Lead in copper alloy containing up to 4% lead by weight.
2、b=(7a)Lead in high melting temperature type solders (i.e. lead-based alloys containing 85 %
by weight or more lead
3、c=(7c)Electrical and electronic components containing lead in a glass or ceramic other
than dielectric ceramic in capacitors, e.g. piezoelectronic devices, or in a glass or ceramic
matrix compound.
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Sample Photo

Verify only the photos on the original report.
***** END OF REPORT *****
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